
PRODUCT ACCESSORIES
Power supply Unit

Part number: 9.3199.01.100
With integrated over-voltage-protection (varistors) and terminal strip for the connection

and distribution of the cables.

Suitable for:

wind transmitter type

• Compact

• Classic

• First Class

• Ultrasonic 1D, 2D

Measuring value transmitter

• Clima Sensor D

• Clima Sensor US

Specification

Part number: 9.3199.01.100

Operating voltage

Primary 230 V AC / 50 Hz

Secundary 1 x 24 V AC / 90 W

1 x 24 V AC / 27.5 W

1 x 24 V AC / 12.5 W

1 x 24 V DC / 5 W

1 x 24 V DC / 1.5 W

1 x 12 V DC / 2.5 W

Electrical connection

Series terminals 16

Cable gland 3 x M12x1.5

2 x M16x1.5

2 x M20x1.5

1 x M25x1.5

General

Over-voltage-protection all connections

Housing aluminium

Protection IP 65

Dimension 260 x 160 x 90 mm

Weight approx. 4.5 kg
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Versions

No other versions of this product are available.

Accessories

Product Product name Brief description

Mounting Set

compact (48 ...

102 mm)

506614

Mounting holder with straps for mounting of power supply units, connection boxes

compact, and wind interfaces onto masts or tubes.

General

Mounting for mast tube Ø 48 ... 102 mm

Material stainless steel (V2A)

Weight 0.18 kg

 

 

Mounting Set

compact (116 ...

200 mm)

506971

Mounting holder with straps for mounting of power supply units, connection boxes

compact, and wind interfaces onto masts or tubes.

General

Mounting for mast tube Ø 116 ... 200 mm

Material stainless steel (V2A)

Weight 0.18 kg
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